A Three-dimensional FVC scheme on non-uniform tetrahedron meshes: application to the 3D Euler equation

M. Zigga\textsuperscript{1,2,3}, I. Kissami\textsuperscript{2}, M. Boubkeur\textsuperscript{3}, I. El Mahi\textsuperscript{1,2} and F. Benkhaldoun\textsuperscript{3}

\textsuperscript{1}ENSAO, LMCS, Complexe Universitaire, B.P. 669, 60000 Oujda, Morocco
\textsuperscript{2}MSDA, Mohammed VI Polytechnic University Lot 660, 43150 Ben Guerir, Morocco
\textsuperscript{3}Sorbonne Paris North University, LAGA, CNRS, UMR 7539, F-93430, Villeteaneuse, France

Keywords: FVC Scheme, 3D Euler equations, Spacetime Discretization, Characteristics Approach.

In this study, we focus on the numerical solutions of the three-dimensional Euler equations on general meshes, extending an approach to spatial discretization recently proposed by [1, 2], as the authors have shown the effectiveness of this approach for shallow water equations. This is a new scheme that combines the method of characteristics and the finite volume method. This scheme uses the velocity component normal to the control volume interface as the characteristic velocity of the conservative variables of our equation system. The method is simple, accurate and avoids the resolution of Riemann problem in the time integration process.

The solutions obtained are monotonic and the normal shock wave profiles are sharp. Contact discontinuities and shock wave profiles are captured with a higher level of accuracy and robustness. The results are compared with the solutions presented by other approaches [3, 4, 5], as well as with several benchmark tests.

REFERENCES


*Corresponding (moussa.zigga@um6p.ma)